
Threshold Pro�le

Dwg. Title: 1-1/8 inch Faceted Threshold 

Description: 1.125” threshold incorporating �oor
attachment �ange and elevated faceted 0.4375”
(7/16”) dam (threshold) design. 

Dwg. No: OTI-400 Dwg. Version: v .03
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Ramped Threshold

.8537” 1.43” .1.25”

1.00”
Floor

Flange
Minimal Slope
To Drain Outlet

1.125” (1-1/8 inch)  Faceted Threshold Pro�le

0.125” Floor Flange

0.5625” Apron Face

1.125” 
Exterior

0.4375” Exterior 0.4375” Interior Dam

Textured Shower Surface,
Sloping To Drain Outlet.

0.4375” Rise Interior
Dam Face

1.43”  Wide
Threshold Crown

0.4375” Rise
Exterior Face

Site Applied Room
Side Floor Finish

Shower Stall Rests 
On Sub-Floor

NOTE: A continuous (non-expanding) 
void �lling material is recommended
between �oor and stall structure to

create a void-free installation.
0.5625” Front
Apron Face

Full-Width Floor Flange
(Attachment limits threshold

distortion associated with
low threshold shower stalls) 

Underlayment (Sub Floor) Build-Up
(Subject to compliance with
regulations associated with

site installation requirements) Applicable Models: SHFW-4836
 SHFW-6235
 SH3P-3937
 SH3P-6334


